
                          “Top Hat” Packers 
 
                              150mm Packer 
 
Max working pressure = 2 Bar or 29 psi 
Product Diameter         = 64mm 
Product Length             = 700mm 
Total product length    = 800mm 
By-pass size = N/A 
 
                           180mm Packer 
 
Max working pressure = 2 Bar or 29 psi 
Product Diameter         = 89mm 
Product Length             = 700mm 
Total product length    = 800mm 
By-pass size = N/A 
 
                   200mm – 250mm Packer 
 
Max working pressure = 2 Bar or 29 psi 
Product Diameter         = 102mm 
Product Length             = 800mm 
Total product length    = 1150mm 
By-pass size = 1” 
 
                 
 



 
              250mm – 300mm Packer 
 
Max working pressure = 2 Bar or 29 psi 
Product Diameter         = 158mm 
Product Length             = 800mm 
Total product length    = 1150mm 
By-pass size = 2” 
 
                300mm – 400mm Packer 
 
Max working pressure = 1.5 Bar or 22 psi 
Product Diameter         = 220mm 
Product Length             = 800mm 
Total product length    = 1150mm 
By-pass size = 3” 
 
                400mm – 600mm Packer 
 
Max working pressure = 1 Bar or 15 psi 
Product Diameter         = 295mm 
Product Length             = 800mm 
Total product length    = 1150mm 
By-pass size = 3” 
 
 
 
 



 
 


