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Features:

l 10.1” sunlight readable TFT HD display, 1280 x 800

l Protected by Gorilla Glass Front Panel

l Self-levelling camera head

l Meter counter (Mtr/Ft.)

l Dart full pdf reporting software included

l USB 3.0 recording 

l USB memory stick supplied

l 128Gb internal memory

l Recording to internal / external or both memories 

l Integral high power (3 frequencies) Sonde

l WinCan / Viewline compatible

l Suitable for 2”-12” (50mm-300mm)  pipe diameter with  
 suitable skids

l Optional Brush Skid for  6” pipes

l For use in 2”-12” (50mm-300mm) diameter pipes 

Specifications on reverse >

Dart DX– Self-Levelling Drain 
Inspection Camera
The DX Drain Camera is part of the expanding range of 
specialist inspection products designed and manufactured 
by Dart Systems in the UK.

The DX is a modular system with a wide variety of 
standard user-friendly features. The system is versatile 
robust and easy to transport with the benefit of a 
detachable monitor to allow for easy charging and 
viewing on site.

The DX includes more user-friendly options such as a 
larger TFT Screen, brighter LED lighting, large internal 
memory, WiFi Connectivity and USB memory storage.
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Specifi cations
Monitor 
10.1” sunlight readable TFT HD display, 1280 x 800

Waterproof and impact resistant monitor cover, Gorilla Glass Front Panel

Power supply AC 100/240V  -  10-24VDC power unit and charges internal battery

Internal memory 128GB 

File format MPEG4/JPEG (WinCan Pro Touch compatible)

Full Qwerty Keyboard 

Meter counter - metres / feet

WiFi connectivity 

Environmental rating IP53 in use and IP54 when closed

Weight 5.1Kgs

Dimensions 31cm x 37cm x 18cm  

Sonde – 512Hz, 640Hz & 33kHz

Camera Head
Stainless steel construction

High impact Sapphire lens

Diameter 36mm (optional 54mm)

Self-levelling camera head

Ultra-bright LED lighting

Colour Sony CCD Sensor

Environmental rating IP68 to 10bar

Reel
Steel frame construction zinc plated and powder coated

Rod diameter 10.5mm

40Mtr, 60Mtr, 80Mtr or 120Mtr lengths

Waterproof rating IP65

Weight 40Mtr – 19.1Kgs,  60Mtr – 21.3Kgs, 80Mtr – 23.5Kgs, 120Mtr – 25.7Kgs

Dimensions 96cm x 66cm x 46cm

At Dart Systems we are committed to helping our customers solve their ‘hidden 
problems’ with a range of versatile, specialist inspection products that have been de-
signed specifi cally to save you time and money.

Bespoke Products
Because we have experience in numerous market sectors and we design and 
manufacture many of our own products, we are able to help, advise and in some cases 
provide bespoke solutions for your specifi c problems.

Distributor:


