
Accessories

C28PT Camera size:                               ø28mm*290mm           

Camera pixels:                                          1280*720
Sensor size:                                 1/4 inch CMOS
View angle:                                                           90°
Leds:                                                                   2pcs
Rotate:                                          Pan 360°; Tilt 180°  
Waterproof:                                                           IP68 
Skid:                                                         40/90mm
Suitable pipe diameter:                            40-180mm
Built-in 512Hz transmitter

K-FH1
10.1 inch HD LCD screen:                  345*175*54mm
Pixels:                                                             1024*600
Storage medium:                64G SD card & USB stick    
Video format:                                                            AVI
Photo faomat:                                                       JPEG 
Battery:                         Li-ion- Battery 6000mAh 12V
Running time:                                                   4 hours
8 levels digital zoom
RCA CVBS/AHD input; HDMI/RCA video output

X-FH2 Cable size:                              400*600*1200mm
Cable length:                                                        60m
Cable diameter:                   ø7.6mm, 6-core coaxial
Cable material:                                    fi berglass rod
Keyboard size:                        300.8*115.8*12.25mm

Plug diameter:                                                   2 .1mm

Input:                                          AC100-240V~50/60Hz
Output:                                                       DC 13.5V/5A

 HD Pipe Inspection Camera   

Camera pixels: 1920*1080
One-touch video/audio recording and 
image capture
Support max 256GB SD card or USB stick 
Pan 360°,Tilt 180° Rotating camera

Cable M/FT counter and Text 
Zoom function (8 levels)
RCA CVBS/AHD input; HDMI/RCA video output
Rotating keyboard tray
Longitudinal and horizontal style

C23FH C25FH

512Hz transmitter & Self-leveling 512Hz transmitter

Optional

Sunshade

Record video / audio

Image capture
Down / Zoom out

Up / Zoom in (8 levels)

ON/OFF

Battery level indicator

M/FT switch
Counter reset

Video input switch

Camera head

Light brightness up

Keyboard
10.1 inch high brightness 
LCD screen

ø7.6mm, 60m cable reel

Side of control terminal
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